
1.Take out the main solar bracket 2. The upper part of the bracket is used 
to fix the solar panel(photovoltaic board 
duckbill screw)

3. Single-board solar panels

4. Four flat-head screws for fixing the 
solar-powered duckbill in the accessory bag

5. Fix the solar panel and bracket and 
     adjust the angle. Angle adjustment 
     is on the side of the page

6. Turn on the power output switch before 
use, press the switch to the posi�on 一
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Photovoltaic Duck-billed Fixed Screw

Camera Bracket moun�ng screw

7.Connect the plug wire of the photovoltaic 
panel to the connector on the ba�ery box 
and �ghten the connector screw

10.Moun�ng bullet camera renderings 11.Moun�ng dome camera renderings 12. Screw schema�c

8. Turn on the camera, fix the camera, and wrap 
the power connector with an electrical tape.

9. Controller indicator descrip�on

                        light1:
Red light on (monocrystalline silicon plate is charging)
Red light off (no solar or rainy days)

light3:
Power Output Lamp

light2:
Red light flashes (electricity 25%)
Red and green flash (50% power)
Green light flashes (electricity 75%)
Green light is always on (more than 75% of the power)

Alternate charging interface (must use standard DC 12.6V)
Lithium ba�ery charger for charging, ordinary DC 12V power 
supply cannot charge the ba�ery and may damage the ba�ery.

Available charging power supply schema�c
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